EQUIPMENT USER INSTRUCTIONS
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	Superspeed (Beckman classic) Centrifuges
 

	HOW TO Use:

	1.  You must be fluent in the principals and use of centrifuges before using this instrument.  See you RA (first) or the equipment captain (second) if you are not.

2.  Short instructions on how to use these centrifiges are on the centrifuge cover.  The instrument manual located in ******.

3.   These machines will run Beckman or Fiberlite brand rotors, the fiberlite ones are lighter and quicker to use.

REMINDERS:

1.  Check (and clean if necessary) the rotor and centrifuge before and after each run.

2.  Always use a balance to balance your tubes, never "eyeball" the tubes.

3.  Always assume the cap may leak and underfill the tube.  To determine the failsafe level hold the tube at the complementary angle (complement of the angle it is in the rotor) and fill until water flows out of the tube.  This is your max. fill volume.

4.  Remain with the 'fuge until it comes up to speed.

4.  When removing your samples check to see if they leaked.  If so clean the rotor and centrifuge.  If an O-ring broke replace it and clean the centrifuge.




Additional information / quick fixes / alternate location of additional instrument / repair
	Extra O-rings are located in the clear drawers over the centrifuges.

Beckman SpinKote:  In drawers over 'fuges.  Use a dab on spindle/cover lockdown threads to allow easy installation and removal of covers/rotors.

Vacuum grease:  Use a dab on new or "dry" O-rings.

The vacuum timer and rotor speed must be at zero before the door can be opened.


For Repair contact jessica metzger in room B483.
	Equipment Captain:  Matthew Footer
	Room: B477















